
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Behind window Block Kit is a standard open frame based Suntronic DID LCD display solution.  
Suntronic DID panels can be open framed DID monitors by simply mounting Block kit.  
 
Basic Block Kit: 
Basic Block kit can drive Suntronic DID panel unit. 
It is composed of the ff. units. MEGA plate , DID Network Controller Board , Circuit SMPS (80W) ,  
Modular Inverter SMPS (300W) , BLDC Silent Cooling Fans , Cables and Accessories  

Features and Benefits: 
 
- Easy to build a DID open frame monitor. 
-Offers MEGA plate as a standard mounting plate 
- Panel optimized DID Network Controller board 
- Automatic controlled BLDC fan 
- Modular SMPS for circuit & Back-light inverter 
 -Additional places to mount any other auxiliary electronics 

High Quality Parts  
 
Our company uses only the best, 
using only High Quality parts along 
with components in USA or imported 
from Korea, Taiwan and Germany , 
for quality that you can trust! 

US Manufactured 
 
Our Outdoor LCD Signs are 
assembled, tested and shipped from 
our very own factory, giving us the 
ability to customize signs to your 

d

Customer Service  
 
Our customer service reps are here 
to help you with your Outdoor LCD 
sign. From general questions to 
technical support, we leave you 
feeling completely satisfied. 

Technical Specifications: 
 
Active area size (W x H)                                                  46” (1018.353 x 572.544 mm) 
Pixel pitch (mm)                                                               0.2485(H) x 0.7455(V) 
Panel resolution (pixels)                                                  1920 x 1080 
Luminance of white (Brightness)                                   1500 nits (Typ) 
Contrast ratio                                                                   3000:1 
Response time (gtg)                                                        8 ms (Typ) 
Colour Range                                                                  16.7 Million colours (max) 
Viewing angle                                                                  89/89/89/89 
Video inputs                                                                     VGA; HDMI; S-Video 
Auto Brightness Control                                                   Yes (Optional) 
Front glass type                                                                 Strengthen 6mm AR glass 
IP Class                                                                               IP65 
Operating temperature range                                       -40 to + 95F (Direct Sunlight) /122F (Under Shaded Area) 
Storage Temperature                                                       0 to 50C 
CCFL Life Time                                                                   60K hrs (min) 
Input voltage                                                                    110V 
Weight                                                                               70kg/195lbs 
External dimensions (W x H x D)                                      1056 x 610 x 249 mm Notes: to guarantee a proper functionality, 10cm of 

clearance must be kept around the display (41.6” W x 24” H x 9.81”D) 
Portrait version                                                                   Please contact I-Tech for details 
Available Accessories                                                      IR Remote Control and VGA cable (included)                         
                                                                                            and Ethernet Cable (not included) 
Options                                                                              Custom Embedded PCs (please call for enquiries) 
Customization                                                                   Please contact I-Tech for available options 
Warranty          One Year return to Depot Warranty 
                                                                                          



 
 
 
 
 
 
 
 
 
 
 
 
 

EMAIL: Sales@Suntronic.com     • WEB:  www.Suntronic.com  
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